


  Battery Charge

The battery of this product can be charged either when the two 
modules are connected or when the Battery Module is standalone 
without the Light Module.

1. Prepare the AC adapter with charge plug.

2. Remove the cap from the charge plug and insert the plug 
into the charge terminal of the Battery Module.

* No directionality (+/- polarity) is specified for the plug.

3. Plug the AC adapter into a power outlet.

4. The charge indicator on the charge plug lights to indicate 
the start of charging.

5. Charging is complete when the charge indicator on the 
charge plug extinguishes.

* It takes about six hours until full charge. Note that this is 
only for reference when the battery is charged from a fully 
depleted state to a fully charged state. The actual charging 
time and battery life depends on many factors such as 
usage conditions and temperature.

Two modules are connected Battery Module alone

①

③

②

④
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  Operation

To prevent unintended lighting, this product is designed to turn 
on in two steps of operations.
The operation follows the sequence of Power OFF → Power ON 
→ Brightness control → Power OFF.

  Power ON
1. Press and hold the +/UP and -/DOWN buttons 

simultaneously. When the indicator starts to flash, press the 
+/UP button shortly once.

2. The indicator stops flashing and starts steady lighting, 
indicating that the power is on. The color of the indicator at 
this time indicates the remaining battery power.

* If the +/UP button is not pressed, the flashing started by 
simultaneous holding of the buttons finished in about five 
seconds, and the product returns to the power off status.

Simultaneous holding → Pressing +/UP during flashing → Power ON

•	Remaining battery power indication
* When power is on (when the indicator is steadily lit), the 

battery is consumed even when the light is not lit. It is 
therefore recommended to switch the power off when the 
light is not used for an extended period of time and switch 
the power on right before diving.

  When the remaining battery power drops below 5%, the light 
is automatically dimmed to the minimum intensity and the 
brightness control is disabled.

Remaining battery power indication

100% - 50% Blue The indication varies depending 
on the light intensity level. This is 
because of the product specifications 
and not a malfunction.

50% - 20% Purple

20% - 5% Yellow

<5% Red

•	Other indications
Flashing: When the internal temperature rises above the 

specified level, safety circuitry is activated and the 
indicator is dimmed and continues flashing until the 
temperature returns to normal.
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  Brightness control

The brightness control ranges of the 4-step brightness control 
and non-step brightness control are different as described below.

 · Each press of the +/UP button increases the brightness by one 
step. The increase stops at the following light intensity.

500 lm→ 900 lm → 1300 lm→ 1800 lm.

 · Each press of the -/DOWN button decreases the brightness by 
one step. The decrease stops when the light is extinguished.

1800 lm → 1300 lm → 900 lm → 500 lm → Extinguished.

 · Pressing and holding a button starts non-step brightness 
control. The light intensity at the moment the button is released 
is set as the light brightness.

 · Maximum light intensity reached by pressing/holding the +/UP 
button: 2200 lm.

 · Minimum light intensity reached by pressing/holding the -/
DOWN button: 300 lm.

Light intensity levels and continuous lighting period
4-step brightness control
continuous lighting period OFF 500 lm

600 min.
900 lm
240 min.

1300 lm
180 min.

1800 lm
120 min.

Non-step brightness control
continuous lighting period

300 lm
1000 min.

2200 lm
90 min.

* The lighting periods are standard values when the fully-charged 
BM6200G is used.

  Power OFF

 · Press the +/UP and –DOWN buttons simultaneously to switch 
power off.

  Accessories

Please refer to the instructions for accessories in a separate 
manual.

34



  Maintenance after Use

 · After finishing the use of the product, remove the lens, etc. 
(without disconnecting the modules) and soak the product in 
fresh water under normal temperature for more than one hour to 
eliminate the salt content.

 · After taking the product out of the fresh water, wipe with a dry 
cloth to eliminate moisture and let the product dry naturally in a 
place not exposed to direct sunlight.

 (NOTE) Do not dry the product with a hair dryer or direct 
sunlight, as this may cause degradation or deformation 
of the product and O-ring, which may eventually lead to 
a failure or water penetration.

 · When the product is not to be used for a long period, 
disconnect the Light Module and Battery Module, and attach 
the insulation cap to the Battery Module before storing the two 
modules.

 · The special O-ring and special silicon grease are consumable 
articles. If you run out of the spares, please purchase them.

 · The battery gradually depletes even in a storage condition since 
the Battery Module incorporates a control PCB. Note that it is not 
malfunction. It is recommended to recharge the battery before use.
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  Product Specifications

Light source LED

Irradiation angle 100º, 60º when a condensing lens is used

Color temperature 4200K

Color rendering index Ra95

Total flux  · LED: 2400 lm
 · Product output: Max. 1800 lm with 4-step 
brightness control.

 · Max. 2200 lm with non-step brightness control.

Operating environment Underwater. * If lit continuously overland, the 
product temperature increases so the safety 
circuitry dims or extinguishes the light.

Brightness control 4-step: 500 lm, 900 lm, 1300 lm, 1800 lm.
Non-step: 300 to 2200 lm.

LED indication Remaining battery power / Blue → Purple → 
Yellow → Red and Error / Red flashing.

Continuous lighting 
period
* Lighting periods 
are standard values 
when the fully-charged 
BM6200G is used.

4-step brightness control:
  500 lm/600 min.,   900 lm/240 min.,
1300 lm/180 min., 1800 lm/120 min.

Non-step brightness control:
300 lm/1000 min. to 2200 lm/90 min.

Charge method AC adapter + Special plug

Power supply Rechargeable lithium ion battery, 6200mA/7.4V(46Wh).

Battery life*1 Approx. 500 times

Withstanding water depth 100 meters, IPX8 (JIS protection class 8)

Dimensions Max. dia. Φ68 mm x 135 mm (excluding 
projections)

Weight 565 g overland, 205 g underwater

Operating temperatures -5ºC to +45ºC (23ºF to 113ºF)

Storage temperatures -5ºC to +45ºC (23ºF to 113ºF)

Storage humidity 20% to 60%

Materials, treatment Corrosion-resistant aluminum alloy / hard anodized 
aluminum, PC, optical glass/ chemically strengthened glass.

IR receiver Brightness control from remote control. * When 
the optional remote control unit is used.

Safety standards CE, FCC, PSE

Light ring thread diameter M49, JIS standard compliant.

Bottom plate/head Tripod screw compatible, JIS standard compliant.

*1The battery life is regarded to be expired when the rechargeable 
capacity drops below 50% of the original battery capacity. 
Consequently, the battery is still usable after the battery life is expired.
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  After-Sale Servicing

  Replacement of built-in battery
For the replacement of the battery built into the Battery Module, 
please visit our website below.

http://www.rgblue.jp

  Warranty and After-Sale Servicing
1 Confirm that the “Date of purchase” and “Signature of 

dealer” are entered in the Warranty Card on the back cover 
of this manual, read its terms and conditions thoroughly, and 
retain it carefully.

2 The warranty period is one (1) year from the date of purchase.
3 When the instrument needs servicing: 

Before expiration of the warranty period: Bring the 
instrument to your dealer together with the Warranty Card 
(this manual). We will service the instrument according to the 
terms and conditions of the Warranty Card. 
After expiration of the warranty period: We will service the 
instrument for fees provided that the servicing is possible. 

4 If you have any questions, please contact AOI Japan Co., Ltd.

AOI Japan Co., Ltd.
Tel.: +81 3 3984 2993
Reception hours: 10:00–17:00, Monday–Friday, (Closed: Saturday, 　　

　　　　　　 Sunday and national holidays)
2F Suzuchu Bldg., 1-47-6, Higashi-ikebukuro, Toshima-ku, Tokyo, 
170-0013 Japan

  Warranty terms
1 Even if the instrument fails before the expiration of the warranty period, 

there will be a charge for servicing in the following cases.
［1］Malfunction or damage due to misuse, modification or improper 

repair.
［2］Malfunction or damage due to improper handling (e.g. dropping) after 

purchase or caused during transportation or moving.
［3］Malfunction or damage due to a fire, earthquake, flood, lightning, 

other Act of God, deterioration of environment, salt damage, gas 
damage (by sulfide gas, etc.), abnormal voltage, use of non-specified 
power supply (voltage or frequency) or other extrinsic factors.

［4］Malfunction or damage during use for business purpose or a purpose 
other than the general household use.

［5］Servicing request without submitting the Warranty Card.
［6］Submission of Warranty Card in which the date of purchase, 

customer name and/or dealer name are not entered or in which 
these entries are altered.

［7］Adjustment/modification of settings, replacement of consumable 
parts.

2 If you are unable to contact the dealer the name of which is entered in the 
Warranty Card, please contact AOI Japan Co., Ltd.

3 This Warranty is effective only in Japan.
4 This Warranty Card will not be re-issued. Please retain it carefully so as 

not to lose it.

This Warranty Card undertakes free servicing under the terms and 
conditions prescribed explicitly in it. This Warranty Card therefore does not 
limit the legal rights of the users. If you have any inquiry including that on 
the servicing after expiration of the warranty period, please contact your 
dealer or AOI Japan Co., Ltd.
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  Memo
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RGBlue  保証書  / WARRANTY CARD　　　  　 持込修理 / Bring-in servicing

品番 / Model LM4.2K2200G/BM6200G 保証期間 / Period 本体  1年間 / Main body : One year

※お買上げ日 / *Date of purchase 　　　　　　年　　　　　月　　　　　日 / Year:                  /Month:                 /Day:  

※お客様
*Customer

お名前 / Name

ご住所 / Address

電　話 / Phone 　（　　　　　　　）　　　　　　　　　　−

※販売店
*Dealer

住所・店名 / Address  Name

電　話 / Phone 　（　　　　　　　）　　　　　　　　　　−

		保証書
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お買上げ日から上記保証期間中に、取扱説明書、本体表示などの注
意書きに従った正常な使用状態で故障した場合には、本書記載内容
にもとづき無料修理いたします。製品と本保証書をご持参のうえ、
お買上げの販売店に修理をご依頼ください。
※印欄に記入のない場合は無効となります。必ずご確認ください。

株式会社エーオーアイ・ジャパン　Tel：03-3984-2993　
受付時間：月～金 10:00 ～17:00（土日祝日はお休み）
〒 170-0013 東京都豊島区東池袋 1-47-6 鈴忠ビル 2F

If the instrument fails to function properly under normal and proper usage in compliance with 
the instructions in the User Manual or on the instrument within one (1) year from the date of 
purchase, we will service the instrument free of charge in accordance with the terms and 
conditions of this Warranty Card. Please request servicing from your dealer by submitting the 
Warranty Card together with the instrument.
The Warranty Card is invalid if the information marked * is not entered. Be sure to confirm the 
presence of these entries immediately after purchase.

AOI Japan Co., Ltd.    Tel.: +81 3 3984 2993
Reception hours: 10:00–17:00, Monday–Friday, (Closed: Saturday, Sunday and national holidays)
2F Suzuchu Bldg., 1-47-6, Higashi-ikebukuro, Toshima-ku, Tokyo, 170-0013 Japan
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